FUJICK

For a sater world

ENTRANCE CONTROL
SERIES PRODUCTS

Fujica Pedestrian Control products including flap barrier, swing barrier and tripod turnstile etc.,
Together with intelligent card reader/writer and management software, they build up an intelligent
pedestrian management system, can fulfill functions like entrance control, time attendance, pedestrian

volume control and tolling etc.

The products can be widely used for applications like stadium, apartment, factory, museum, station and
port etc.



FUJICA ENTRANCE CONTROL

Flap Barrier FJC-Z1128

Technical Data

Housing material 304 stainless steel |
runch’ runch’ runch’ Funch
Working enviorment Indoor, outdoor 2
working temperature —30C -- +70°C }
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Relative humidity =<95% coagulation free 280 50 | 280 550 280
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MCBF 3,000,000 cycles
Channel width 500-550 mm
Pass speed 40 persons/min.
Input interface switch volume
Power supply AC 220V/110V (optional) g
Communication Interface RS485 or TCP/IP

Power 50W
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Flap Barrier FJC-Z1118

Technical Data

Housing material 304 stainless steel
s Working enviorment Indoor, outdoor
working temperature —30C -- +70C
280 550 i 20 550 280 Relative humidity =<95% coagulation free
1940
MCBF 3,000,000 cycles
Channel width 500-550 mm
E D Pass speed 40 persons/min.
g == i Input interface switch volume
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Housing material
Working enviorment
working temperature
Relative humidity

MCBF

Channel width

Pass speed

Input interface

Power supply
Communication Interface

Power

Flap Barrier FJC-Z1138

Technical Data

304 stainless steel
Indoor, outdoor

—30°C -- +70C

<95% coagulation free
3,000,000 cycles
500-550 mm

40 persons/min.

switch volume

AC 220V/110V (optional)
RS485 or TCP/IP

50w






